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Take control \{;f

| your weld
with Better Protection™
from Servore

Arcd13 Red




Lighter and more comfo
forgreater flexibility. With u
a wide viewing anglé
Better Protection™ @

¢ rc Commander 6m

Switching Time (light to dark] 1/25,000sec

Shade controlwith grinding Inactive shade 4 withg rindirg
mode. Complete UV/IR mode , adjustable fromshades
protection Inal lstates. 8 to 14 when welding.

Sensitivity Continuously variable

Delay aniral [darkto light) Continuously variable
from0.05t0 0.8s

Sensors 4

User replaceable 2 x 3V lithium
(2032) with solar boo st
Battery life +/- 30 00hrs

Auto-On/0ff with
low battery warning light

Filter external dimensions 133x 114 x 10mm

Filter ViewingArea: X: 100 x67rmm,V: 96 x4émm

Total Weight X:510g - V:490g

Operating temperature -5°C to+55°C

Storage temperature -20°C to +70°C

5000

ses including ultra low 'amp TIG.

SwitchingTimellight to dark] 1/25,000s6c
Inactive shade 4, adjustable
Shade control with clear from shades 9 to13 when

grinding shield welding: Clearinner protection
Lens for grinding.

Sensitivity Continuously variable.

Continuously variable

Delay control (darkto light
¥ [ 9 ]fr0m0.05 t0 0.8s

TI6 ‘welding performance RF(H ) > 1Armp/RFL): Y1 0Arp

. “User replaceable 2 x 3V Lithium
Auto On/Off With - ) ith solar baost

low battery warning light Battery Life +/- 300 hrs

Filter external dimensions 110 x90x108rm

Filter Viewing Area 97 x46 mm

Total Weight 560g

Operating temperature -5C o +55°C

Storage temperature -20C to+70°C

B (6 ANE lope 150900

Autolift

utomatic Autolift welding helmet.

r better peripheral vision, High speed impact resistance
L detection systems for ultimate fl€xibility

Panorami vewwih
impact protection




The chal
Legendary comfort. Light
Whatever you weld, the Arc Defend

Arc Defender / mv

SwitchingTime!light todark) 1/20000sec

Iractive shade 4, adjustable
from shades 9 to. 13 when

welding.

Shade control withco mple te
UV/IR protection ina L states.

Sensitivity Continuously variable.

De lay control (da rkto light) 0.1 -0és

. User replaceable 2x 3V lithium
Auto On/Off with

(2032 ) with solar boost
low battery warning light :
Batte ry life +/- 30 00hrs

Filter external dimensions 118x83x 12mm

Filter Viewing Area 104 x4 2rmm

Total Weight 440g

Operating temperature -5°C to+55°C

Storage temperature -20°C to+70°C

Swiching Time[light ® darid: /1500 0sec
Shade controlwith o mplte Inactive shade4, adjustable from
UV/R protection ina ll states.’ shades 9 to 13 when welding:
Sensitivity: Continuously variable:
Delay control(dark to light) 0.1-0 és
User. replaceable 2x 3V
Lithium(2032) with solar boost
Batte ry life +/- 3000hrs
Filter external dimensions 118x83x 12mm
Rlter Viewing Area 104 x4 2rmm
Total Weight 440g
Operating temperature -5°C to+55C
Storage temperature -20°C to+70°C

Auto On/Off with
low battery warning light

4mF—T|G Arc Protector

B € NS SHGRE 50 5001

at blends quality,
a low total cost of ownership package.
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